300 600

50 mm  BITUMINOUS
CONCRETE CLASS 3

PAVED DITCH

300

SIDE SLOPES 1:2 OR AS
SHOWN OR DIRECTED

BASE COURSE, BROKEN STONE, ROLLED GRANULAR
OR PROCESSED AGGREGATE BASE, 100 mm IN DEPTH
AFTER COMPACTION, TO BE LAID IN ONE COURSE.
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BASE COURSE - BROKEN STONE, ROLLED
GRANULAR OR PROCESSED AGGREGATE BASE

BITUMINOUS CONCRETE CLASS 3,
50 mm IN DEPTH AFTER COMPACTION

ALTERNATE PAVED DITCH

@ TO BE CONSTRUCTED TO CONFORM TO BITUMINOUS CONCRETE
LIP CURBING - CLASS 3 AS SHOWN ON PLANS

NOTE:

1. ALL DIMENSIONS ARE IN MILLIMETERS (mm) EXCEPT AS NOTED

2. ALL CONSTRUCTION DIMENSIONS ARE NOMINAL

3. PAVED DITCH WILL BE USED ONLY AT LOCATIONS WHERE THEY WILL NOT BE A HAZARD
TO VEHICLES THAT RUN OFF THE ROAD

PAVED DITCH M803




